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BEVI AB (Headquarters) 
Blomstermåla, Sweden
Tel. +46 499 271 00 
info@bevi.se

How to contact BEVI  
Contact details for all countries
are continually updated on our 
website. 
Please visit www.bevi.com to
access the information direct.

Rigid, dimensionally stable fan with loose standard 
bushing for most shaft diameters. Also available 
with ”Type 0” bushing that can be turned and milled 
to the required diameter. 

The bushing can also be pressed in from any direc-
tion warranting ability to accommodatevarious 
dimensions.

Universal fan CS

Item 
no. Type

Dimensions (mm)

A B C D E F G H

106579 CS 71 123 75 26 27.5 33 15 10 99

106580 CS 80 132 79 25 27.5 33 15 10 104

106581 CS 90 165 95 32 42.5 50 18.5 13 131

106582 CS 100 171 99 36 42.5 50 18.5 10 147

106583 CS 112 212 124.5 46 56 63 24.5 15 174

106584 CS 132 247 134 56 56 63 24.5 17 203

106585 CS 160 296 172.5 56 69 76 29 17 244

106586 CS 180 335 214 55 69 76 29 17 276

Universal Fan CS Bushings CS

Bushing  
type 14–50

Bushing  
type 0

Item  
number Suitable bushing Shaft (Ø mm)

106639 71/80 0

106634 71/80 14

106635 71/80 16

106636 71/80 19

106637 71/80 20

106643 90/100 0

106640 90/100 24

106641 90/100 25

106642 90/100 30

106650 112/132 0

106644 112/132 28

106645 112/132 30

106646 112/132 32

106647 112/132 38

106648 112/132 40

106649 112/132 45

106654 160/180   0

106651 160/180   42

106652 160/180   45

106653 160/180   50


